kg

mm mm m/min mm

1 40acP 9,000 5 @5 340 300 10 6,500
1 40acP 9,000 5 @5 340 300 10 6,500
1 40acP 9,000 5 @5 390 350 20 6,500
1 40acP 9,000 5 @5 390 350 20 6,500
1 40acP 9,000 5 @5 340 300 10 6,500
1 40acP 9,000 5 @5 390 350 20 6,500
1 40acP 9,000 5 @5 390 350 10 6,500
1 40acP 9,000 5 @5 390 350 20 6,500
1 40acP 9,000 5 @5 340 300 5 6,500
1 40acP 9,000 5 @5 340 300 10 6,500
1 40acP 9,000 5 @5 340 300 10 6,500
1 40acP 9,000 5 @5 340 300 10 6,500
1 40acP 9,000 5 ®5 340 300 10 6,500
1 — 9,000 5 @5 550 150 5 6,300
1 — 9,000 5 @5 550 300 5 6,300
1 — 9,000 5 @5 550 300 5 6,300
1 — 9,000 5 @5 550 300 5 6,300
1 — 9,000 5 @5 500 250 5 6,300
1 — 9,000 5 @5 500 250 5 6,300
1 — 9,000 5 @5 500 250 5 6,300
1 — 9,000 5 @5 500 250 5 6,300
1 — 9,000 5 @5 450 250 5 6,300
1 — 9,000 5 @5 450 250 5 6,300
1 — 9,000 5 @5 450 250 5 6,300
1 — 9,000 5 ®5 450 250 5 6,300
1 — — 2 ®5 250 250 5 6,900
1 40acp | 6,900x 2 6 @5 410 350 5 6,000
1 40acP 5,400 3 @5 180 150 5 6,000
1 40acP 5,400 3 @5 180 150 5 6,000
1 40acp | 6,900x 2 6 @5 410 350 5 6,000
1 40acp | 6,900x 2 6 @5 410 350 5 6,000
1 40acP 5,400 3 @5 180 150 5 6,000
1 40acP 5,400 3 @5 180 150 5 6,000
1 40acp | 6,900x 2 6 ®5 410 350 5 6,000
4 40aGP — — — — 300 — —

32 — — — — — 500 — —




